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•	Twin tube, high intensity lamp

•	Deflector shield included

•	Ballast and water resistant 
cable included

•	 Internal or external mount

•	180° articulating bracket

•	Two sizes - 13" and 17"

•	Mounts over A-coil, inside 
A-coil or in duct

•	 Ideal for package systems

•	EZ installation with monster magnet

•	No holes or fasteners necessary

•	 Installs in minutes

•	No ductwork penetration

The most powerful and versatile UV-Aire® on the planet.

Patent Pending

FAST. FLEXIBLE. FORCEFUL.
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UV-17FM



How It Works
The FlexMountUV™ can be installed using the monster 
magnet inside virtually any metal cabinet. It is easily 
positioned over or inside the A-coil with an articulating 
arm that pivots through 180 degrees. The optional 
deflector shield focuses the UV energy where it is 
needed most. The high output dual lamp generates 
twice the UV power in the space of a single lamp. For 
use in a traditional installation, the magnet can be 
easily removed allowing fasteners to be used instead. 
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UV-Aire® FlexMountUV™

Model Twin Tube Lamp Length 
(inches) Voltage Ballast Amps Lamp Wattage Lamp Intensity 

( μW/cm²@1m)  Lamp Life Efficiency Sizing (tons)

UV-13FM 13 24 1.5 24 65 2 year 1.5 to 3.0

UV-17FM 17 24 1.9 36 110 2 year 1.5 to 5.0

Optional External Mount
Traditional Through Duct Mount

Over the A-coil
Magnet Mount

A-coil

Inside the A-coil
Magnet Mount

A-coil

Deflector shield 
included

Installation Options

Note: 50VA Transformer required, ask for Part #46638900 TR50VA
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Remote ballast and water 
resistant cable included.


