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SYMBOL DESCRIPTION REVISION TABLE
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o et REV. | DATE | ECN | DESCRIPTION OF CHANGE BY
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120VAC : 24VAC
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NOTES:
1. HRV/ERV WILL CONTROL THE FAD INLET AND EXHAUST DAMPERS. IF THE HRV/ERV CONTROL
DESCRIPTION:
SWITCH IS SET TO CONTINUOUS, BOTH DAMPERS WILL OPEN. THE REMOTE CONTROL FROM THE OURANCE | PFAVC WITH HRV/ERV WITH DUAL FRESH AIR
FAVC WILL CHANGE FAN SPEED OF THE HRV/ERV. DAMPERS FOR INLET AND EXHAUST
2. IF THE HRV/ERV CONTROL SWITCH IS SET TO INTERMITTENT, THE FAVC WILL ACTIVATE THE FIELDCONTROLS FRACTIONAL: N 1/32 ALL DIMENSIONS ARE P/N: REV:
: i 24 IN INCHES UNLESS
HRV/ERV. DAMPERS WILL OPEN WHEN REMOTE CONTROL ACTIVATES THE HRV/ERV. KINSTON, N.C QT<GDLEE(S§'|MAL- \ ng o OTHERWISE SPECIIED 780300914 A
3. IF THE HRV/ERV CONTROL SWITCH IS SET TO OFF, THE DAMPERS WILL CLOSE. 28504 e 0 "ORIG | REV | DWNBY: DATE: APVD BY: DATE:
4, |F THE HRV/ERV POWER CORD IS UNPLUGGED, THE DAMPERS WILL CLOSE. ' ' N 0.010] EcN | ECN EAH 10/10/2018 MRL @ 10/10/2018
USA X XXX DECIMAL:N 0.005 0407 - 11
5. VENTILATION WILL OCCUR ONLY IF THE HRV/ERV HAS POWER AND IS TURNED ON. :
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