SYMBOL DESCRIPTION REVISION TABLE
[K] KEY DIMENSION
o7 CRTIoAL DIVENSION REV. | DATE | ECN | DESCRIPTION OF CHANGE BY
APRILAIRE MODEL 60 HUMIDISTAT
FURNACE THERMOSTAT E‘ ﬁ
€1 W 6] ¥ ]y (€] (41 18113 1 1
| | | ,
— | APRILAIRE ODT |
[ 2 L)
FAVC
FC P/N: 602600100 APRILAIRE
MODEL 600
- c @_—i@@ HUMIDIFIER
T 120VAC : 24VAC
ST« FAVC ODT SENSOR o
T ‘;F o FC P/N:620000102 al—
A1C H-
2l B { YEL | SOLENOID
(RED) 24VAC v g A2C H cH— YEL | VALVE
(BLUE) OPEN \" A2 L2
(YEL) OUTPUT | = mil A3C H—
(WHT) COM +HE g A3 H-
FRESH AIR DAMPER (FAD A4C .
iyl
120VAC
NOTES:
1.  FAVC WILL CONTROL CENTRAL FAN FOR VENTILATION REQUIREMENTS INDEPENDENT OF SYSTEM. SESCRIPTION:
2. HUMIDISTAT WILL CONTROL CENTRAL FAN WHEN HUMIDITY FUNCTION IS ACTIVE. o (UTNCL’EE%'\C')?ED) APRILAIRE HUMIDIFIER MODEL 600
3.  YELLOW WIRE ON FAD PLUG IS NOT USED. ELECTRICALLY ISOLATE THE WIRE. - WITH DIGITAL HUMIDISTAT
4.  APRILAIRE HUMIDISTAT USES AN ODT, INSTALL AS INSTRUCTED IN THE APRILAIRE INSTALLATION FIELDCONTROLS FARI\/I*GCLTE'SNAL: “’%121\32 ALL DIMENSIONS ARE P/N: 280300915 REV: A
MANUAL. KINSTON, N.C ' e OTHERWISE SPECIFIED
XX DECIMAL: N 0.050 DWN BY: DATE: APVD BY: DATE:
5.  WATER SOLENOID VALVE OF THE HUMIDIFIER REQUIRES A SEPARATE TRANSFORMER AS SHOWN. 28504 X XX DECIMAL: K 0010 2RS | R shger : - : -
REFER TO INSTALLATION INSTRUCTIONS PROVIDED BY THE MANUFACTURER. USA X XXX DECIMAL:N 0.005 o407 . 1.4 EAH  10/1022018 = MRL  10/10/2018
6. APRILAIRE IS A REGISTERED TRADEMARK, DIVISION OF RESEARCH PRODUCTS CORPORATION.
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THIS DOCUMENT IS THE PROPERTY OF FIELD CONTROLS LLC AND CONTAINS PROPRIETARY AND CONFIDENTIAL INFORMATION WHICH

MUST NOT BE DUPLICATED, USED OR DISCLOSED WITHOUT THE EXPRESS AUTHORIZATION OF FIELD CONTROLS LLC.
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