for Oil Vent Damper

Warm Air Furnace with VD and Honeywell ST9103 Control Board

Black, Orange, and Yellow wires from Vent Damper
MUST be the same polarity or product damage will occur.

OVD WITH ELECTRONIC PRIMARY CONTROL

COTTER PIN
AND WASHER
A WARNING:
SWITCH e DISCONNECT POWER SUPPLY
BEFORE WIRING VENT DAMPER!
POSITION o DAMPER MUST BE FULLY OPEN
FLUE INDICATOR BEFORE COMBUSTION OCCURS!
GAS DO NOT TURN
FLOW MANUALLY! CAUTION
MOTOR DAMAGE
WILL OCCUR! DO NOT EGG SHAPE PIPE ASSEMBLY
THERMAL SAFETY SWITCH OR NUISANCE CALLS MAY OCCUR.
NORMALLY CLOSED OIL VENT DAMPER
MANUAL RESET METAL SHIELDED CABLE
WIRE HARNESS

O ST9103
o

Typical Furnace Control Board
Wired in 120V Burner Circuit
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DELAY OFF
SELECTION
DIP SWITCH

DELAY OFF
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(BLACK)*  (WHITE)®
INTERRUPTED OIL PRIMARY CONTROL
FLAME DETECT

— LINE VOLTAGE BY FACTORY
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LINE VOLTAGE BY QUALIFIED AGENCY

CAD CEL

LOW VOLTAGE BY QUALIFIED AGENCY
— LOW VOLTAGE BY FACTORY
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Customer Service: 252.522.3031



