




INDUCT AIR PURIFIERS 

Protect your family’s health and make your HVAC run 
efficiently with the Healthy Home System DUO!

UVGI Germicidal Lamp

Ultraviolet germicidal irradiation is a 
disinfection method that uses 
short-wavelength ultraviolet light to 
reduce microorganisms by destroying 
nucleic acids and disrupting their 
DNA, leaving them unable to perform 
vital cellular functions.

PRO-Cell™ Catalytic Aluminum 
Substrate

PRO-Cell features a unique catalytic 
aluminum substrate to increase 
surface area and the catalytic output 
exponentially while magnifying the 
effectiveness of the UVC light. 
PRO-Cell is maintenance free.

AirFresh™ Carbon Odor 
Adsorption Panel

Activated carbon removes unwanted 
odors by acting as an adsorbent 
which will trap the odor inside the 
activated carbon and retain it. 
Activated carbon is excellent at 
removing unwanted and harmful 
odors, pollutants, and VOCs.
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1. Do you have concerns about
   airborne bacteria, viruses, mold,
   and fungi?

2. Do you or a family member
    have allergies, asthma, or any
    respiratory ailment?

3. Do respiratory illnesses cost you
    and your family time and money?

4. Do you sometimes suffer from
    sinus infections, fatigue, or eye
    irritation while at home?

5. Do cooking odors seem to linger
    for excessive periods of time?

6. Does you home ever smell stale
    or musty?

If you answered yes, to any of the above questions, call your 
Healthy Home System Specialist for a customized IAQ solution.

Learn more at fieldcontrols.com/pro-cell-technology Learn more at fieldcontrols.com/duo

DUO™ WHOLE HOUSE AIR PURIFIER MODELS
Model Sizing 

(tons)
Voltage Lamp Intensity Bacterial 

Germicidal
Reduction

Toxic Gas
Reduction 

(VOCs)

Pressure 
Drop

(in WC)
(µW/cm²@1m) (µW/cm²@1in) (µW/cm²@0in)

DUO-2000 1.5 to 5.0 120/230 135 17,145 47,790 99% 99.3% .02

DUO-16/120V 1.5 to 5.0 120 62 7,874 21,948 99% 99.3% .02

DUO-16/24V 1.5 to 5.0 24 62 7,874 21,948 99% 99.3% .02

DUO-14/24V 1.5 to 4.0 24 57 7,239 20,178 99% 99.3% .017

DUO-11/24V 1.5 to 3.0 24 43 5,461 15,122 99% 99.3% .015


