Gopani ClaryPleat NE

Pleated Filter Cartridge

Claryplat NE high flow rate pleated filter cartridges are made of pleated type
Polypropylene or polyester filter media and designer for applications requiring low
pressure drop and high flow capacity. Manufactured by high quality polymeric
media, these cartridges exhibit highly effective retention efficiency, larger surface
are extends the service life and makes the cartridges one of the most economical
filter option.

Silent Features

o Pleated surface results in greater filtration area, providing longer service life

+ Fewer change outs and less maintenance are required

* Special filter media provides effective retention efficiency

« The all-polypropylene construction imparts good structural integrity and good
thermal resistance

e Nominal-rated economically priced filters for non-demanding applications

o Offer high flow with low pressure differential

Applications

¢ Raw water treatment
e Pre-filtration
e General industial applications

Materials: Filter Media Polypropylene, Polyester
Endcaps, Core* Polyurathane (PU)
"0"-ring / Gasket Silicon

Retention rating: 5,10 um

Surface area: Standard 4.30ft?/10" (Standard)

Maximum operating Collapse Pressure 40.6 PSI

conditions: Max. Differential Pressure Pleated PP : 26.1 PSI @ 55°C
Maximum operating temperature 55°C

Dimensions (nominal): Length 10, 20 inch
Standard OD 2.61Inch
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Ordering Information : Clarypleat NE

Item # Description Micron Box Qty Box Dimension Net Weight Gross Weight

601604510 Clarypleat NE 5 50 14"X14"X21" 10 11
10"x2.5

601604520 Clarypleat NE 5 25 14"X14"X21" 10 11
20"x2.5

601604515 Clarypleat NE 5 20 13.75"X12.45"X15.35" 7 8
10"x4.5

601604525 Clarypleat NE 5 10 24"X10"X13" 8 9
20"x4.5
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