Gopani Clarywound

String Wound Filter Cartridge

Clarywound filter cartridges manufactured by Gopani are backed by years of
filtration experience combined with state-of-the-art manufacturing technology and
a well-equipped test laboratory. Clarywound cartridge filters are manufactured
using a continuous winding process that creates a superior high performance filter
with hundreds of diamond shaped tunnels that get progressively smaller from the
outer diameter to the core. Smaller/Finer particles are progressively trapped as fluid
travels to the center of the cartridge allowing for much greater retention capacity.

Features and Benefits

« High precision cartridge filter manufactured using best quality polypropylene
yarn and core

e True gradient density achieved as a result of modern manufacturing processes

« Efficient filtration and high dirt holding capacity

e Promises optimum performance for downstream equipment protection

o  Optimized production to achieve accurate micron ratings from 0.5 to 150

Applications /
o Raw water treatment /
 Wastewater treatment S
o Electroplating

 Power generation
e Chemicals and pharmaceuticals

Materials: Filter Media Polypropylene

Core Polypropylene
Retention rating: 0.5,1,5,10 um
Surface area: Standard (OD 2.4 Inch) = 0.52 ft* per 10" cartridge length

Jumbo (OD 4.3 Inch) = 0.94 ft* per 10" cartridge length
Maximum operating Recommended change-out differential pressure* 0.25 MPa (2.5 bar; 36.25 psid) @ 21°C (69.8°F)
conditions: Maximum operating temperature 80°C (176°F) [ Polypropylene with Polypropylene ]
Dimensions (nominal): Length 10, 20 Inches

Standard OD/ID 2.4/1.08 Inches

Jumbo OD/ID 4.33/1.08 Inches
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Ordering Information : Clarywound

Item # Description Micron Box Qty Box Dimension Net Weight Gross Weight
601604310 Clarywound - 10"x2.5" 5 50 13"X13"X21" 8 9
601604320 Clarywound - 20"x2.5" 5 25 13"X13"X21" 8 9
601604315 Clarywound - 10"x4.5" 5 20 10"X23"X21" 12 13
601604325 Clarywound - 20"x4.5" 5 10 10"X23"X21" 13 14
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